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REVOLUTIONIZE YOUR END-OF-LINE
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PERFORMANCE
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LUNA A3
AUTOMATIC ROTARY-ARM STRETCH WRAPPER

The Luna A3 is a stretch wrapper that offers
advanced technology and high quality,
tailored to medium-sized production
capacity requirements and available at a
more affordable price. With an electronic
pre-stretch system of up to 400%, it
optimizes film savings and reduces
operating costs. Its robust and versatile
design ensures secure wrapping of pallets
up to a size of 1,250 × 1,250 mm.

KEY BENEFITS

Automatic Rotary ArmStretch

Wrapping Machines

Average output: Up to 60

pallets per hour

Automatic film tension control

based on the dimensions of

the loading units

Wrapping at floor level possible

External or built-in cover sheet

dispenser for dust protection

(optional)

NONSTOP RESPONSIBLE

NONSTOP RELIABLE

NONSTOP INTELLIGENT

NONSTOP PROGRESSIVE
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MACHINE DESCRIPTION

Guaranteed savings on stretch film thanks to 300% film
pre-stretch

Electronic control of the speed and tension of the film
unwind depending on the profile of the packaged goods

Wrapping at floor level possible

An extremely reliable and durable cutting and welding
system

Cord formation

Uniform Siemens HMI with a user-friendly interface

OPTIONS

External or built-in cover sheet dispenser for dust
protection

Pneumatic and motorized hold-down device

EPS - Electronically variable, 2-motor film pre-stretching
system up to 400

Up to 5 conveying systems can be integrated (via an
external control cabinet)

Additional frame height

Additional arm height
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TECHNICAL DATA

Performance
Pallet diagonal: [D17] = Up to 60 pallets/hour

Stretch film
Max. height: 500 mm
Maximum diameter: 250 mm
Core diameter: 76 mm
Film thickness: From 10 µ to 35 µ

Cover film
Maximum diameter: 300 mm
Core diameter: 76 mm
Film thickness: From 15 µm to 90 µm

Electrics
Mains voltage: 400 V, 50 Hz, 3L+N+PE

(Other mains voltage on request)

Air connection
Compressed air: 6 bar
Air consumption: 27 nl/pallet

Conveyor technology
Equipment: Rollers, chains, belts, or without

conveyor technology
Delivery head: 100 mm

300 mm
500 mm

Weight
850 kg (without options)
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TECHNICAL DRAWINGS
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