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REVOLUTIONIZE YOUR END-OF-LINE
[PACKAGING]
PERFORMANCE
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MO-M-8
AUTOMATIC STRAPPING MACHINE

The MO-M-8 an entry-level machine for
customers who need to strap only a small
number of packages, without wanting to
compromise on efficiency and reliability.
Strapping is performed without a strap
guide frame. The machine is easy to operate:
The Strap placed around the package by
hand, and then the machine seals the ends
of the strap using a heating wedge unit.

KEY BENEFITS

Automatic strapping machine

Heating wedge unit | Standard-

3

Suitable for PP

Energy-efficient electric drives

NONSTOP RESPONSIBLE

NONSTOP RELIABLE

NONSTOP INTELLIGENT

NONSTOP PROGRESSIVE
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MACHINE DESCRIPTION

Standard 3 version of the hot-wedge welding system

Drive of the unit in direct current technology with wear-
free direct drives

Uncomplicated bobbin changing and threading system

Selectable soft strapping for sensitive packages

Strap tension adjustable Strap tension a potentiometer

Energy-saving drives

Electronic control

Hinged stainless steel table

2 fixed castors non lockable, 2 swivel castors lockable

Belt feed adjustable via potentiometer

Low-noise locking unit

Package width: at least 80 mm

CE Marking, including Declaration of Conformity

OPTIONS

Product stop (banknote stop)
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TECHNICAL DATA

Performance
Depending on the operator

Table size
Width: 980 mm
Length: 540 mm

Working height
From 820 mm to 900 mm

Strapping Material
PP : Width: 5 mm - 12 mm

Thickness: 0.40 mm - 0.80 mm

Strap coil dispenser
Core diameter: 200 mm
Core length: 190 mm

Electrics
Mains voltage: 100 - 240 V, 50/60 Hz, 1L+N+PE

(other mains voltages available
on request)

Power consumption: 0.12 kW

Weight
120 kg (without options)
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TECHNICAL DRAWINGS
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